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/ 3\ PLAN VIEW IN TUBE
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TECHNICAL DATA
Parameter Data
Power 2.5W/Ift for {20°, 50, 3W/Ift for 120°
Input Voltage 24VDC or 24VAC

Input Current per Linear Ft

90mA RMS per Linear Foot
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/ 5\ SECTION IN TUBE

MOUNTING OPTIONS
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/ 6\ SECTION- NO TUBE
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MOUNTING TAPE TUBE

(using approved adhesive tape) (fixture can rotate in tube)

SCALE: 6"=1"-0"

Control Standard Magnetic Low Voltage Dimming
Power Cable Length 25ft, 35ft, or 45ft (Job Specific)

LED Spacing 0.5" on center

Fixture Length 4" increments (white, b, g), 6" increments(r,a)
Fixture Width 0.62"

Total Height (not including clips) 0.41"

Mounting Tube, Underwater Tube, No Tube

Available Optics

20°, 50°, 120°, or 30° (amber, 1, g, b only)

Finish Options

N/A

LED Color Options

3K, 5K, amber, red, green, blue
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Color Rendering Index 80

Ratings Dry, IP66, IP68
Total Linear ft per 20A breaker 175 Feet

Total Linear ft per 15A breaker 146 Feet
Total Linear ft per Power Feed 40 Feet

Transformer

Primary 120V or 277V, Secondary 24V,
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